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LIGHTING SENSITIVITY

REF : EC-0707-A
REF : EC-0707-B

REF : EC-0707-C
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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Compliance & Regulatory Approvals

LIGHT SOURCE ECO707.A4 |  EC070758 EC.0707-C
Strip Ref FN-H28350
PCB Srmim
Leds/m 150
SMD 2835
Chip Sanan
Available K* 2700 > 6800
Voltage 28v
SDCM 3 steps
Mo brightness difference Max Im
Dimmable PWM, 0-10V, DALL, DMX
Class m
Warranty 5 years

3500K° COLORIMETRIC DATA ( 1m STRIP )
W/m 6,2 9.5 13
Efficiency (Lm/W) 17 132 140
Flux (Lm) 718 1242 1794
CRI 954 944 94+
R? 9N 98 98

3500K" PHOTOMETRIC DATA { 1m PROFILE )
Cover Opal Diffuser Opal Diffuser Opal Diffuser
K* 3386 £l 3383 3N 3428 3420
Total flux (Im) 502 551 767 850 1107 1225
System efficlency (Lm/W) a0 BB 80 88 9 ar
L Max (Cd) a5 96 13 148 189 212
Average beam angle 1129
LM-79 and IES files on demand

RECOMMENDED DRIVER

Mean Well HLG SERIE
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CB cB Standard: IEC 62031:2018
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() ROHS Standard: IEC62321

Standard: EN 605%98-2-21: 2015; EN 60598-1: 2015; EN 4247 1: 2008; EN 62493:2015; EN 62031: 2015+A1: 2013+A2: 2015

Standard: EN IEC 53015: 201%; EN |IEC 61000-3-2: 2019; EN 61000-3-3:2013+A1: 201%:EN &1547: 2009

Standard: UL 2108 E354137-Low-voltage Lighting Systems, Power Units, Luminaires and Fittings




